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ZNACKA POLOHY ZAZEHU (3000 ot./min.)
) 49,4404 POINT OF IGNITION (3000 RPM)

Kusti | Nazev — romer Jakost Noma T, odp. | Hmotnost kg | Powich dr? | islo vikresu - podsestova | Pozice
TECHNICKA SPECIFIKACE: TECHNICAL SPECIFICATION:
_— _— Pozmémka Povrchovs Gprava
Alterndtor pro jednovdlcové motocykly Alternator for onecylinder motorcycles Mfitke " o Ctslo kopie
s elektrickou sftf 12V - AC/DC with 12V — AC/DC elektrical board 0 sptem AutoCAD 2000 g @
: ] 3 z e
Vikon:  AC/DC  70W / 25W p¥i 4000 ot./min. Power supply: AC/DC  70W / 25W /4000 RPM 101 [ VASICEK £ s 1 5 |
PR - S Schvdil ™
MaximdinT otatky = 10000 / 12000 ot./min. Max. revolution = 10000 / 12000 RPM e 10,3000 A70_3 _ ] —]
Max. teplota statoru = 100 C Max. stator temperature = 100 C Nézev vikwesu Nohrazuje v.&
Min. teplota okali = —25 'C Min. ambient temperature = -25 C VAP Bislo vikresu fomst A 3
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